
All contractors to check and confirm site dimensions and levels before proceeding
with any work.  Only figured dimensions are to be used.
Akhataka are to be notified of any discrepancies prior to manufacture and
installation.
Each contractor is to guarantee the structural stability of supplied components and
ascertain that the main structure is capable of supporting all the loads applied
thereto.
Contractors are to ensure that materials used are of a contract nature and
climatically suitable for the location of the project.
All work indicated in this drawing is to be produced by a contractor familiar with the
execution of the required components.
Relevant SABS (South African Bureau of Standards) code 0400 requirements are to
be maintained as a minimum.  Where these standards are unavailable, the
appropriate British standards are to be used.
All information on this drawing remains the copyright of LETS BUILD ARCH and may
not be copied in any manner or form whatsoever without the written permission of
the company.
The information contained on this drawing may only be used for the project
indicated.

DRAWING NO.: REV. NO.:

SCALE:

DATE:

PROJECT DESCRIPTION:

CLIENT DETAILS:

DRAWN BY:

OB

DATE REVISON DESCRIPTION BY NO.

AS SHOWN

NOVEMBER 2021

BWS

NEW HOME ON ERF 1092
PINNACLE VIEW
MELODIE EXT. 36
HARTEBEESPOORT
NORTH WEST

SITE PLAN
FLOOR PLANS
AREA SCHEDULE & NOTES

A

ADDRESS:
UNIT 50 SASHANN
VICTORIA STREET
OAKDENE
JOHANNESBURG

CONTACT:
OLIVER BURGER
+27 82 532 9831
ARCH@VODAMAIL.CO.ZA

15/11 ISSUED FOR CONSTRUCTION OB A

DRIVEWAY

STREET PAVEMENT

N O R T H

SITE PLAN
SCALE 1: 100

ELECTRICAL CONNECTION
POINT /KIOSK TO BE
VERIFIED BY HOA ON SITE

WATER CONNECTION POINT
TO BE VERIFIED BY HOA ON SITE

NEW DWELLING

STAND 1093

STAND 1092

STAND 1091

5 
00

0 
BU

IL
DI

NG
 L

IN
E

2 000 BUILDING LINE

2 
00

0 
BU

IL
DI

NG
 L

IN
E

1
8

0
0

0

23430

23430

1
8

0
0

0

1800mm HIGH BOUNDARY WALL
PLASTERED AND PAINTED TO SPEC

STEEL GATE BY SPECILIST AND TO
HOA APPROVAL - SELF CLOSING

STEEL GATE BY SPECILIST AND TO
HOA APPROVAL - SELF CLOSING

1200m
m

 HIG
H

BO
UNDARY W

ALL

18
00

m
m

 H
IG

H 
BO

UN
DA

RY
 W

AL
L

PL
AS

TE
RE

D 
AN

D 
PA

IN
TE

D 
TO

 S
PE

C

POOL

PAVING

PAVING

PAVING

2
2

6
5

4500

3435

5
2

3
5

1
0

0
0

5000

6000

2
9

6
5

2000

SEWER CONNECTION POINT
TO BE VERIFIED BY HOA ON SITE

RE

RE

RE

IE IE

IE

IE
IE

NEW PLUMBING RUN
uPVC PIPE TO MIN FALL 1:60

NEW PLUMBING RUN
uPVC PIPE TO MIN FALL 1:60

NEW PLUMBING RUN
uPVC PIPE TO MIN FALL 1:60

GRASS & LANDSCAPING

GRASS & LANDSCAPING

GRASS & LANDSCAPINGGRASS & LANDSCAPING

1,2m WIDE INTERLOCKING PAVING AROUND THE
BUILDING TO BE PROVIDED TO CONVEY RAIN WATER

FROM THE ROOF TO STORMWATER CHANNEL

1,2m WIDE INTERLOCKING PAVING AROUND THE
BUILDING TO BE PROVIDED TO CONVEY RAIN WATER

FROM THE ROOF TO STORMWATER CHANNEL

1,2m WIDE INTERLOCKING PAVING AROUND THE
BUILDING TO BE PROVIDED TO CONVEY RAIN WATER

FROM THE ROOF TO STORMWATER CHANNEL

6M WIDE VEHICLE ENTRY
NO OBSTRUCTIONS

6M WIDE VEHICLE ENTRY
NO OBSTRUCTIONS

BATHROOM

WC

WHB

SHW

FIREPLACE

LOUNGE

DINING

BEDROOM

GARAGE

BATTERY
STORE

SCULLERY

PANTRY

KITCHEN

POOL

COVERED
PATIO

BRAAI

COVERED
ENTRY

100x100 STEEL POST
TO ENGINEERS DETAIL

100x100 STEEL POST
TO ENGINEERS DETAIL

1234567
8

9

RISERS 175mm
TREADS 300mm

MIN 1000mm HIGH
BALUSTRADE TO SABS 0400

FIREWALL

2HR FIRE
RATED DOOR

FIREWALL

FIREW
ALL

DW

WM

SINK

GULLEY

+0.000

+0.000

+0.000
+0.000

+0.000

+0.000
-0.085

-0.085

-0.085

STEP UP

STEP UP

STEP UP

STEP UP

STEP UP

STEP UP

STEP UP STEP UP

STEP UP

STEP UP

GROUND FLOOR PLAN
SCALE 1: 50

B

A

W1

W2

W3

W4

W5W6

D1

D2

D2

D3

D4

D5

D6

W3

W18

RE

RE

RE

IE IE

IE

IE
IE

NEW PLUMBING RUN
uPVC PIPE TO MIN FALL 1:60

NEW PLUMBING RUN
uPVC PIPE TO MIN FALL 1:60

NEW PLUMBING RUN
uPVC PIPE TO MIN FALL 1:60

NEW PLUMBING RUN
uPVC PIPE TO MIN FALL 1:60

NEW PLUMBING RUN
uPVC PIPE TO MIN FALL 1:60

SEWER CONNECTION POINT
TO BE VERIFIED BY HOA ON SITE

SLAB ABOVE

SL
AB

 A
BO

VE

STEP UP

1,2m WIDE INTERLOCKING PAVING AROUND THE
BUILDING TO BE PROVIDED TO CONVEY RAIN WATER

FROM THE ROOF TO STORMWATER CHANNEL

1,2m WIDE INTERLOCKING PAVING AROUND THE
BUILDING TO BE PROVIDED TO CONVEY RAIN WATER

FROM THE ROOF TO STORMWATER CHANNEL

1,2m WIDE INTERLOCKING PAVING AROUND THE
BUILDING TO BE PROVIDED TO CONVEY RAIN WATER

FROM THE ROOF TO STORMWATER CHANNEL

SWIMMING POOL MUST COMPLY WITH SANS 1390.  A WALL OR FENCE OF
MIN 1,2M MUST BE PROVIDED TO PREVENT PUBLIC FROM THE STREET TO

HAVE ACCESS TO THE POOL. SELF CLOSING AND SELF LOCKING
MECHANISM MUST BE PROVIDED TO PEDESTRIAN GATES (1,2M HIGH WITH

NO OPENING TO EXCEED 100mm DIAMETER) OR SAFETY NET AND
WARNING DEVISES CAN BE PROVIDED, TO COMPLY WITH SANS 10134

POOL NOT TO DISCHARGE INTO MUNICIPAL SEWER SYSTEM

1,2m WIDE INTERLOCKING PAVING AROUND THE
BUILDING TO BE PROVIDED TO CONVEY RAIN WATER

FROM THE ROOF TO STORMWATER CHANNEL

1,2m WIDE INTERLOCKING PAVING AROUND THE
BUILDING TO BE PROVIDED TO CONVEY RAIN WATER

FROM THE ROOF TO STORMWATER CHANNEL

AREAS SCHEDULE

SITE AREA

NEW GROUND FLOOR
NEW FIRST FLOOR
NEW COVERED PATIO
NEW COVERED ENTRY

TOTAL NEW

BALCONIES

FOOTPRINT
FAR
COVERAGE

422 sqm

114 sqm
86 sqm
10 sqm

6 sqm

216sqm

5 sqm

138 sqm
0.512

30.8%

BEDROOM
BATHROOM

WC
WHB

BATH

SHW

BEDROOM

PYJAMA
LOUNGE

LINEN

SLAB

BALCONY

BATH

SHW
WHB WHB

BATHROOM

WC

MAIN
BEDROOM

BA
LC

O
NY

BA
LC

O
NY

+2.975

+2.975

+2.975+2.975
+2.975

+2.975

12345678

9 10 11 171615141312

MIN 1000mm HIGH
BALUSTRADE TO SABS 0400

RISERS 175mm
TREADS 300mm

+2.890

+2.890

+2.890

+2.890

DOUBLE
VOLUME

MIN 1000mm HIGH
BALUSTRADE TO SABS 0400

MIN 1000mm HIGH
BALUSTRADE TO SABS 0400

MIN 1000mm HIGH
BALUSTRADE TO SABS 0400

MIN 1000mm HIGH
BALUSTRADE TO SABS 0400

STEP UP

STEP UP

STEP UP

FIRST FLOOR PLAN
SCALE 1: 50

B

A

W7

W17

W16

W9

W10

W11

W12

W13

W14

W15

W8

D7

D8

D9

SLAB
+2.890

SLAB

SWIMMING POOL MUST COMPLY WITH SANS 1390.  A WALL OR FENCE OF
MIN 1,2M MUST BE PROVIDED TO PREVENT PUBLIC FROM THE STREET TO

HAVE ACCESS TO THE POOL. SELF CLOSING AND SELF LOCKING
MECHANISM MUST BE PROVIDED TO PEDESTRIAN GATES (1,2M HIGH WITH

NO OPENING TO EXCEED 100mm DIAMETER) OR SAFETY NET AND
WARNING DEVISES CAN BE PROVIDED, TO COMPLY WITH SANS 10134

POOL NOT TO DISCHARGE INTO MUNICIPAL SEWER SYSTEM

FRAMELESS GLASS TO
SPECIALIST DETAIL AND
FIXING
SIDE MOUNTED FIXING
BRACKETS TO SPECIALIST
DESIGN AND DETAIL
PLASTERED WALL

INDICATIVE GLASS FIXING

OUTSIDE

BALCONY SIDE

DETAIL A
N.T.S

ROOF PLAN
SCALE 1: 100

SLAB

SLAB

SLAB

BALCO
NY

SLAB BALCO
NY

AutoCAD SHX Text
NGL

AutoCAD SHX Text
Plaster & paint, 

AutoCAD SHX Text
CONCRETE FOUNDATION TO ENGINEER'S SPEC

AutoCAD SHX Text
Plaster & paint, 

AutoCAD SHX Text
movement Joint 

AutoCAD SHX Text
The NEUTRON NEUKLAD M-5 waterproofing system or similar on plaster laid to fall

AutoCAD SHX Text
inside

AutoCAD SHX Text
BOUNDARY WALL  TO BE  MAINTENANCE  FREE ON  NEIGHBOURS  SIDE

AutoCAD SHX Text
NGL

AutoCAD SHX Text
NGL

AutoCAD SHX Text
NGL

AutoCAD SHX Text
movement Joint 

AutoCAD SHX Text
y

AutoCAD SHX Text
y

AutoCAD SHX Text
BOUNDARY WALL DETAIL A

AutoCAD SHX Text
SCALE 1 : 50

AutoCAD SHX Text
pool

AutoCAD SHX Text
rc shell to eng details

AutoCAD SHX Text
SECTION C-C

AutoCAD SHX Text
CONCRETE FOUNDATION TO ENGINEER'S SPEC

AutoCAD SHX Text
POOL

AutoCAD SHX Text
POOL PLAN

AutoCAD SHX Text
C-C


	Sheets and Views
	Site Plan
	OLE1



