
All contractors to check and confirm site dimensions and levels before proceeding
with any work.  Only figured dimensions are to be used.
Akhataka are to be notified of any discrepancies prior to manufacture and
installation.
Each contractor is to guarantee the structural stability of supplied components and
ascertain that the main structure is capable of supporting all the loads applied
thereto.
Contractors are to ensure that materials used are of a contract nature and
climatically suitable for the location of the project.
All work indicated in this drawing is to be produced by a contractor familiar with the
execution of the required components.
Relevant SABS (South African Bureau of Standards) code 0400 requirements are to
be maintained as a minimum.  Where these standards are unavailable, the
appropriate British standards are to be used.
All information on this drawing remains the copyright of LETS BUILD ARCH and may
not be copied in any manner or form whatsoever without the written permission of
the company.
The information contained on this drawing may only be used for the project
indicated.
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ROOF NOTE :
CHROMADEK SHEETING IN CHARCOAL COLOUR ON
38x38mm SA PINE ROOF BATTENS ON
GANGNAIL TIMBER ROOF TRUSSES BY SPECIALIST.
TRUSSES FIXED TO 114X38mm TIMBER WALL PLATE
ROOF PITCH AT 7.5'
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PRIMED & PAINTED. COLOUR BLACK. CHIMNEY
TO COMPLY WITH PART 'V' OF SANS 10400
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ONE LAYER DERBIGUM SP4 TORCHED ON
WATERPROOFING MEMBRANE WITH 75mm SIDE
LAPS AND 100mm END LAPS SEALED TO PRIMED
SURFACE BY TORCH-FUSION TO MIN. 30mm
CEMENT RIVER SAND SCREED. WATERPROOFING
INSTALLED BY AN APPROVED DERBIGUM
CONTRACTOR.
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SLAB EGDE TO HAVE JOINTEX OR SOFTBOARD JOINT BETWEEN
CONCRETE AND BRICKWORK ALL TO ENGINEERS DETAIL AND SPEC
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